Addendum to the Closure Report for Removal of the Use Restriction
. The approval of the SIR document constituted approval of each of the recommended UR removals. In conformance with the SIR document, this addendum consists of:
• This page that refers the reader to the SIR document for additional information
• The cover, title, and signature pages of the SIR document
• The NDEP approval letter
• The corresponding section of the SIR document
This addendum provides the documentation justifying the cancellation of the UR for CAS 03-02-004-0360, Underground Storage Tanks. This UR was established as part of a Federal Facility Agreement and Consent Order (FFACO) corrective action and is based on the presence of contaminants at concentrations greater than the action levels established at the time of the initial investigation (FFACO, 1996) .
Since this UR was established, practices and procedures relating to the implementation of risk-based corrective actions (RBCA) have changed. Therefore, this UR was reevaluated against the current RBCA criteria as defined in the Industrial Sites Project Establishment of Final Action Levels (NNSA/NSO, 2006) . This re-evaluation consisted of comparing the original data (used to define the need for the UR) to risk-based final action levels (FALs) developed using the current Industrial Sites RBCA process.
The re-evaluation resulted in a recommendation to remove the UR because contamination is not present at the site above the risk-based FALs. Requirements for inspecting and maintaining this UR will be canceled, and the postings and signage at this site will be removed. Fencing and posting may be present at this site that are unrelated to the FFACO UR such as for radiological control purposes as required by the NV/YMP Radiological Control Manual (NNSA/NSO, 2004) . This modification will not affect or modify any non-FFACO requirements for fencing, posting, or monitoring at this site. 
Recommended Modification
Remove the FFACO UR, signage, and associated inspection and maintenance requirements from this site. 8, 1982, and June 13, 1987 , the two USTs and associated dispensary stations were removed.
CAU 403, CAS
During removal of the 4000-gal diesel UST, a breach was observed below the top of the tank, and the soil surrounding the tank appeared to be visibly contaminated. There were no visible signs of contamination during removal of the gasoline tank. The site was subject to corrective actions that included the implementation of a UR for TPH contamination (DOE/NV, 1996) . Excavation Area because subsurface utilities are present. In these cases, approval for excavation or surface disturbance will be provided by the Sandia National Laboratories Health and Safety Officer, or designee. The Sandia National Laboratories Health and Safety Officer, or designee, will inform DOE in writing (within three weeks of the surface disturbance) of the purpose, time, and extent of the surface disturbance; surface restoration activities/modifications; and disposition of the excavated materials. Signs were posted identifying the site and restricting surface disturbances. There are no monitoring requirements associated with the UR (DOE/NV, 1998a).
Basis for Current Use Restriction
Samples taken from 12 borings at CAS 03-02-004-0360 were analyzed for TPH diesel range, TPH gasoline range, and toxicity characteristic lead. Based on the results, TPH was the only contaminant detected above action levels. Concentrations of TPH exceeded the action level of 100 mg/kg in 7 of 39 samples; therefore, a UR was implemented. 
Basis for Use Restriction Modification
One environmental sample was collected from a new borehole at CAS 03-02-004-0360 according to the sampling plan (NNSA/NSO, 2008) and analyzed for VOCs and SVOCs in which the hazardous constituents of TPH are reported. Table 4 -9 presents the VOC results that were detected above the MDCs. None of the SVOCs were detected above MDCs.
The analytical results were evaluated using the RBCA process (NNSA/NSO, 2006) in which the individual results of contaminants (detected above the MDCs) were compared to the FALs. None of the hazardous constituents of TPH were identified above their respective FALs; therefore, there are no COCs present at this site. 
Recommended Modification
Remove the FFACO UR, signage, and associated inspection and maintenance requirements from this site. 
CAS Description
Corrective Action Site 25-25-09 consists of a subsurface petroleum hydrocarbon release identified at the UST located at Building 3101 in Area 25. The 4,000-gal capacity diesel-fuel tank was located on the south side of the building within the Area 25 CP Facility. On July 20, 1994, the tank was removed, and closure of the UST (as part of CAS 25-02-13) was accepted by NDEP in 1995. Due to practical constraints at the site, soils surrounding the tank were not excavated and hydrocarbon releases to these soils were included in CAS 25-25-09 (DOE/NV, 1998b). This CAS was subject to corrective action that included sampling to define the extent of the release, and resulted in the implementation of a UR for TPH contamination (DOE/NV, 1998b). 
